
KITCHEN & BATHROOM REMODELS CRC 2010
THIS DRAWING DEPICTS MINIMUM CODE REQUIREMENTS PER CRC2O1O.INFORMATION IS FOR
REFERENCE ONLY AND IS NOT A SUBSTITUTE FOR ACCURATE DRAWINGS PREPARED FOR EACH
PROPOSED CONSTRUCTION PROJECT.
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TEMPERED GLASS: IF WITHIN 60’
OF DRAIN LEVEL.

OUTLETS: ALL OUTLETS SERVING KITCHEN
COUNTERTOP SHALL BE GROUND FAULT CIRCUIT
INTERUPTER PROTECTED- GFI- EEC 210-8a{I
OUTLETS SHALL BE 4-0" O.C. MAX. WITH NO POINT
ALONG THE WALL MORE THAN 2-0’ FROM AN
OUTLET EXCEPT AT SINK- CEC 210-52c1
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WATER CLOSET: NOTE LOW FLOW.
I 6GPF M&X,CPC 402.2 I I ..---
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460 urtli EuclidAve. UpIni CA 91786-4732909 9314110

NOTE: HIGH EFFICACY REFERS TO
FLUORESCENT FIXTURES OR LLJMINAIRES
MEETING 40 LUMENS PER WATT WHICH SHALL
NOT CONTAIN MEDIUM BASE SOCKETS. THEY
SHAL BE ON SEPARATE SWITCHES FROM
INCANDESCENT LIGHTS. CA ENERGY CODE 150
KI

ISLAND: PROVIDE AT LEAST ONE RECEPTACLE
OUTLET AT KITCHEN ISLAND - CEC 210-52c2

KITCHEN LIGHTING: 50% OF PERMMJENThY
N INSTALLED LIGHTING WA1TAGE MUST BE HIGH

/CEFFICACt TYPICALLY FLORESCENT; ThIS CAN
V INCLUDE DOWN LIGHTS, PENDANTS, WALL SCONCES

7’ ETC, PROVIDE WS-5R FORM. COMPLETED & SIGNED -

CA ENERGY CODE 150 K3
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L NON-KITCHEN OR BAThRM UGHTING: PROVIDE
HIGH EFFICACt OR CALL FOR DIMMER SWITCH,
VACANCY SENSORS. ALSO RECESSED FIXTURES,
CALL FOR AIR TIGHT. -CA ENERGY CODE15O KX1O
& K11-
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--- BATHROOM LIGHTING: PROVIDE HIGH EFFICACY,
_- OR CALL FOR VACANCY SENSOR - CA ENERGY

CODE 150 K11

BATHROOM RECEPTACLE OUTLETS: PROVIDE
GFI PROTECTION FOR ALL BATHROOM OUTLETS. -

EC 2W-S a1

LIVING ROOM

BATHROOM FAN: PROVIDE 50 CFM AIR EXHAUST
IN BATHROOM 25 CFM FOR CONTINUOUS
OPERATION - CMC 403.7 &TBL. 4.4

__________ _____________________

NOTES:

8-6’ RECOMMENDED MIN. FOR 3-FIXTURE RESTROOM
BATHROOM CIRCUITS: PR0VCE A MIN. OFI SEPARATE 20 AMP CIRCUIT TO SATHROOM - CEC 210-lOC-3
KITCHEN CIRCUITS: PROVIDE A MIN. OF 2 SEPARATE 20 AMP CIRSUITS TO KITCHEN - CEC 210-52/b

FLOOR PLAN
SEPARATE CIRCUITS REQUIRED FOR DISPOSAL, DISHWASHER. MIOWAVE, ECE ECT
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LEGEND: FOR LARGER PROJECTS,
PROVIDE COMPLETE LEGEND FOR
ALL SYMBOLS.


